
PRODUCT DESCRIPTION:

MICRO+
OPERATOR
PENDANT

Carry the full power of the Raynok Motion Control Software platform on stage with the Raynok Micro+ 
Operator Pendant and eliminate the need to call back to the booth for machine control.

The handy versatile device can be the main operator station for a small installation or be added to larger 
installation to allow users to operate machinery locally for maintenance, change-over or setup purposes. 
When combined with a Raynok-NAS or Raynok-Server machine management and access can be 
constrained by user and/or location.

A perfect solution for any venue where the operator needs mobility such as arenas, large or small theatres 
with multiple machines or touring productions.

PRODUCT SPECIFICATIONS:

• Processors: 1 each Intel™ i5 Haswell

• Monitors: 1 each 10” TFT Active Capacitive Touch

• Macro buttons: 2 dedicated

• Hold-To-Run: Active at all times

• Emergency Stop System Controls: Active integrated controls for RESET

• System Alarm: Configurable Audible and Visual

• Included Accessories:
30’ E-Stop/Data Cable, Regional power Cord, Carry/
Storage Case with protective foam insert

• USB Ports: 2 external

• Network Ports: 1 each for NETA

• Power Source: Universal Power Supply with isolation 90-230V 50/60Hz

• Dimensions & Weight: 12”W x 11”H x 3”D (311 x 281 x 72mm), 6.2lbs/2.8kg

• Colour: RAL7021 black-grey


